
specificAtions  PAJOT 26 PAJOT 50

Approx. weight (kg) . . . . . . . . . . . . . . . . . . . . . 26 to 28 (depends of guide) 50 to 54

Required flow rate (l./minute) . . . . . . . . . . . . . . . . . . . . . . . . .800 to 1500 1800 to 2000

Required flow rate (CFM) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50 63 

Pressure (bar) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . from 6,5 to 10 from 8 to 10

Blow rate (BPM) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1600 1100

Hammer height without guide (mm)  . . . . . . . . . . . . . . . . . . . . . . . . . . . 157 270

Hammer width (mm) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 335 335

Guides Dimensions availaBles

Rounded guide in mm* . . . . . . . . . . . . . . . . 1 ø to choose between 36 & 125 1 ø to choose btw. 82 & 185

Squared guide in mm*  . . . . . . . . . . . . . . . 1 ø to choose between 23 &t 112 1 ø to choose btw. 62 & 155

* Contact ur for tubes and other dimensions 

PAJOT 26 AND 50  

PILE and POST DRIVER

FURTHER INFORMATION 

Sold with :

::::  2 hoses of 2 meters ø 19 mm

:::: 1 control handle

:::: 1 guide to choose
Post driver is easily operated by one man and 

is the perfect choice for driving all types of 

steel and wooden posts (H, U, I et C). 

Because it is so light in weight, the operator 

must pull down on the spring loaded handles 

to provide the correct weight for driving. 

Delivered

with his

transport box 

(optional) >>>>

www.pajot.com

AIR PILE HAMMERS

Air Compressor on demand

HYDRAULIc 

& petrol version

available

C
E

F
A
B
R

IQ
UÉ EN FRA

N
C
E

M

A
D
E IN FRAN

C
E

5

We reserve the right to amend specification at any time.


